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Denotes - made to order

Denotes - standard stock

HOT D P GALVANISEDHDGHDGPRE-GALVANISEDPGPG

PLA NPLPL Z NC PLATEDZPZP

 COLOUR CODE FOR PRODUCT MATERIAL FINISHES

FINISH

EPOXY POWDER COATEDEPCEPC ANODISEDANOANO

POLYESTER POWDER COATEDPPCPPC CADDYCOAT (ZINC PHOSPHATE)CADCAD

 COLOUR CODE FOR MATERIAL PROPERTIES

MS

SSSS

ALAL

STA NLESS STEEL 

MILD STEEL

ALUMINIUM

MS

SLIP
RESISTANCE

kg

680

405

680

365

365

M1000

M3000

M5000

M2000

M4000

Channel
Part #

Pullout
Strength

kg

907

634

907

453

453

 CHANNEL NUTS
STEEL

  SAFETY FACTOR 
 OF 2

SLIP
RESISTANCE

kg
Channel
Part #

-

-

-

-

-

M1000

M3000

M5000

M2000

M4000

Pullout
Strength

kg

320

266

320

166

166

 CHANNEL NUTS
NYLON

  SAFETY FACTOR 
 OF 2

MULTISTRUT CABLE LADDER 
STANDARD PROFILES

ORDERING - MS/LADDER TYPE/SIZE

MS80

MS41

MS108

NEMA 12A

NEMA 8B

NEMA 12B

MS120

MS150

MS132

NEMA  16A

NEMA 20C

NEMA 20A

Product CodeProduct Code

4

2

4

2

3

2

3

5

A

B

C

D

E

F

G

H

Tee IntersectionTee Intersection ..........................

Concentric ReducerConcentric Reducer..................

Cross IntersectionCross Intersection ......................

Left Hand ReducerLeft Hand Reducer....................

Horizontal BendsHorizontal Bends........................

Right Hand ReducerRight Hand Reducer..................

Vertical BendsVertical Bends ..............................

Splice PlatesSplice Plates..................................

5Snake PlatesSnake Plates..................................

5Vertical HingesVertical Hinges ............................

“WARNING” 
do not use as a 
walkway, ladder, 
or support for

personnel.

G

E

A

B

F

D

C

Multistrut Cable Ladder 
Common Confi gurations
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Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 12

Standard Reducers
300 to 150mm
450 to 300mm
600 to 450mm
750 to 600mm
900 to 750mm
1200 to 900mm

Specials: Any combination of the above 
sizes can be made to order
including sizes up to 1800mm wide.

Properties Box

MS HDG SSAL EPC

Properties Box

MS HDG SSAL EPC

Properties Box

MS HDG SSAL EPC

ORDERING - MS/LADDER TYPE(S)/SIZE(S)

 CONCENTRIC REDUCER

  RIGHT HAND REDUCER

  LEFT HAND REDUCER

Page 2

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 12

Standard Reducers
300 to 150mm
450 to 300mm
600 to 450mm
750 to 600mm
900 to 750mm
1200 to 900mm

Specials: Any combination of the above 
sizes can be made to order
including sizes up to 1800mm wide.

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
No Required = 12

Standard Reducers
300 to 150mm
450 to 300mm
600 to 450mm
750 to 600mm
900 to 750mm
1200 to 900mm

Specials: Any combination of the above 
sizes can be made to order
including sizes up to 1800mm wide.

ORDERING - MS/LADDER TYPE(S)/SIZE(S)

ORDERING - MS/LADDER TYPE(S)/SIZE(S)

“WARNING” 
do not use as a 
walkway, ladder, 
or support for

personnel.
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Properties Box

MS HDG SSAL EPC

Properties Box

MS HDG SSAL EPC

Properties Box

MS HDG SSAL EPC

ORDERING - MS/LADDER TYPE/SIZE

  VERTICAL OUTSIDE BENDS

 HORIZONTAL BENDS

  VERTICAL INSIDE BENDS

“WARNING” 
do not use as a 
walkway, ladder, 
or support for

personnel.
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Specials: Angles & sizes can be 
made to order including sizes 
up to 1800mm wide.

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 14

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 18

Specials: Angles & sizes can be made 
to order including sizes up to 1800mm 
wide.

FastenersFasteners
HHSS - Flanged M8 x16mm BoltHHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 NutHNF - Flanged M8 Nut
NN00 Required = 8 Required = 8

Specials: Any combination of the above 
sizes & angles can be made to order
including sizes up to 1800mm wide.

ORDERING - MS/LADDER TYPE/SIZE

ORDERING - MS/LADDER TYPE/SIZE

Stock Vertical Bends
to suit 

Neema Cable Ladder
8b - 12a - 12b - 16a - 20a - 20c 

W
Width
mm

150

300

450

600

900

1200

Bend
Angle

Degrees

30°

45°

67.5°

90°

H
Ladder

Side Rail Height mm

41

80

120

132

150

Stock Vertical Bends
to suit 

Neema Cable Ladder
8b - 12a - 12b - 16a - 20a - 20c 

W
Width
mm

150

300

450

600

900

1200

Bend
Angle

Degrees

30°

45°

67.5°

90°

H
Ladder

Side Rail Height mm

41

80

120

132

150

R
Inside Radius

mm

300

450

600

Stock Horizontal Bends
to suit 

Neema Cable Ladder
8b - 12a - 12b - 16a - 20a - 20c 

W
Width
mm

150

300

450

600

900

1200

Bend
Angle

Degrees

30°

45°

60°

90°

H
Ladder

Side Rail Height mm

41

80

120

132

150
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Properties Box

MS HDG SSAL EPC

Properties Box

MS HDG SSAL EPC

 TEE INTERSECTION

 CROSS INTERSECTION

“WARNING” 
do not use as a 
walkway, ladder, 
or support for

personnel.

Page 4

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 16

Stock Horizontal Crosses
to suit 

Neema Cable Ladder
8b - 12a - 12b - 16a - 20a - 20c 

Specials: Any combination of the above sizes 
and radius can be made to order

including sizes up to 1800mm wide.

Fasteners
HHSS - Flanged M8 x16mm Bolt

HNF - Flanged M8 Nut
N0 Required = 12

Specials: Any combination of the above sizes 
and radius can be made to order

including sizes up to 1800mm wide.

Bend
Angle

Degrees

90°

Bend
Angle

Degrees

90°

Stock Horizontal Tees
to suit 

Neema Cable Ladder
8b - 12a - 12b - 16a - 20a - 20c 

ORDERING - MS/LADDER TYPE/SIZE

ORDERING - MS/LADDER TYPE/SIZE

R
Inside Radius

mm

300

450

600

W
Width
mm

150

300

450

600

900

1200

H
Ladder

Side Rail Height mm

41

80

120

132

150

R
Inside Radius

mm

300

450

600

W
Width
mm

150

300

450

600

900

1200

H
Ladder

Side Rail Height mm

41

80

120

132

150
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JOINERS

MS41

MS80

MS108

MS120

MS132

MS150

Vertical Hinge

Typ. Snake Plate

Typ. Vertical Hinge
to Snake Plate
arrangement

Multistrut
Cable Ladder
Splice Pates

for the
inline

connection of
Cable Ladder

Properties Box

MS HDG SSAL EPC

MS/AVE

MS/SL

MS41/LSSP

MS80/LSSP

MS108/LSSP

MS120/LSSP

MS132/LSSP

MS150/LSSP

“WARNING” 
do not use as a 
walkway, ladder, 
or support for

personnel.
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ORDERING - MS/LADDER TYPE/SIZE


