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MCB HCB MS1075-4

Denotes - made to order

Denotes - standard stock

 COLOUR CODE FOR MATERIAL PROPERTIES

HOT DIP GALVANISEDHDGHDGPRE-GALVANISEDPGPG

PLAINPLPL ZINC PLATEDZPZP

 COLOUR CODE FOR PRODUCT MATERIAL FINISHES

FINISH

MS

SSSS

ALAL

EPOXY POWDER COATEDEPCEPC ANODISEDANOANO

POLYESTER POWDER COATEDPPCPPC CADDYCOAT (ZINC PHOSPHATE)CADCAD

STA NLESS STEEL 

M LD STEEL

ALUMINIUM

MS

p2 p2 p4

MS1075-8 MS2542 - MS2546 MS2233-MS2232

p4 p5 p4

MS2497R - MS2497L MS2491R - MS2491L

R - As shown
L - Opposite Hand

MS2500R - MS2500L MS2497R - MS2497L

p5 p5

p5 p5
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HCB450  A = 630mm   HCB600  A = 780mm

HCB750  A =930mm   HCB900  A = 1080mm

HCB150/300

Properties Box

SSHDG

Properties Box

SSHDG

Properties Box

SSHDG

Properties Box

SSHDG

  MCB150 to 900

HCB450/600

HCB750/900
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Properties Box

SSHDG

Properties Box

SSHDG

  MS1075-4 & MS1075-8

MS2233-MS2234

Part
N0

Design Moment 
kN m*

MS1075-4
MS1075-8

0.58
0.58

Mass
Kg/100

103
130

*applies only to fi ttings - not to strength of Multistrut arm.  
Brackets are designed to be used only with spring or channel
 nuts; through bolts should not be used as substitute connection

Part
N0

A Design Uniform 
Load kN

MS2233
MS2234

457
610

3.05
2.30

Mass
Kg/100

189
232

MS1075-4

MS1075-8
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MS2542 to MS2546

Properties Box

SSHDG

Properties Box

SSHDG

  MS2491 to MS2500

  MS2542 to MS2546

MS2491R

MS2494R

MS2497R

MS2500R

Part
N0

A CB

MS2491R

MS2494R

MS2497R

MS2500R

MS2491L

MS2494L

MS2497L

MS2500L

152

305

457

610

152

305

457

610

76

76

152

127

76

76

152

127

56

87

125

164

56

87

125

164

Mass
Kg/100

30

3.22

121

182

30

3.22

121

182

Design
Uniform 
Load kN

1.57

1.37

1.01

0.98

1.57

1.37

1.01

0.98

Dimensions

Part
N0

Design
 Uniform 
Load kN

MS2542

MS2543

MS2544

MS2545

MS2546

305

460

610

760

915

6.19

4.34

3.34

2.71

2.26

Mass
Kg

228

314

400

487

574

A


