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AIR CONDITIONING

MULTISTRUT HEAT PUMP & AIR
CONDITIONING CANTILEVER KITS

D Denotes - standard stock EEINIE=Ag!

O Denotes - made to order

@ PLAIN e ZINC PLATED
@ PRE-GALVANISED @ HOT D P GALVANISED
@ EPOXY POWDER COATED @ ANODISED

POLYESTER POWDER COATED @ CADDYCOAT (ZINC PHOSPHATE)

)

| ACDC BRACKET | ARS BRACKET-
VARIABLE ANGLE

UNIVERSAL-FIXING KIT WITH
SOUND/VIBRATION ABSORBERS

COLOUR CODE FOR MATERIAL PROPERTIES
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MULTISTRUT HEAT PUMP & AIR CONDITIONING CANTILEVER KITS

For supporting a heat pump or air conditioning unit.
Kit supplied with both dynabolts and coach screws.

M12 x 65
Coach Screw
—>

D12 x 60
Dynabolt

M8 x 30 HDG Bolts

pPVvC

End Cap
<7

2 450mm Kit Includes

4

g 2 X MCB 450 HDG Cantilever Brackets
E 4 x SNLMO8 HDG Spring Nuts 8mm

Z 4 x HHSSMO08 M8x30 HDG Bolts

0 2 x MS2860 PVC End Cap

- I
2 4 x M12x65

Spring Nuts 8mm

600mm Kit Includes

2 x MCB 600 HDG Cantilever Brackets

4 x SNLMO8 HDG  Spring Nuts 8mm
4 x HHSSM08 M8 x 30 HDG Bolts

2 X MS2860 PVC End Cap
4 x D12060 M12x60 Dynabolt
4 x M12x65 M12x65 Coach Screw

Other size kits available on request

Properties Box

Properties Box
M8
Spring Nut
with Bolt MCB 450 or MCB 600 HDG Cantilever Brackets
®
® M12x65 Coach Screw M12x60 Dynabolt PVC End Cap
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AIR CONDITIONING INSTALLATION ACCESSORIES

NOISE & VIBRATION REDUCTION

Sound Insulator female-female: Sound Insulator male-male:
Max load: 60kg Max load: 60kg
For Compressive load and bearing. For Compressive load and bearing.
Temperature range is -30°C up to 90°C Temperature range is -30°C up to 90°C
EPDM rubber insulation for sound EPDM rubber insulation for sound
reduction : DIN 4109 compliant reduction : DIN 4109 compliant
Properties Box Properties Box
-
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UNIVERSAL-FIXING KIT WITH SOUND/VIBRATION ABSORBERS
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8mm Spring Nut

Components Wall fixing profiles M1000-M5000 Strut
sold separately

SIMM - M8 %

PVC End Cap

MCB Cantilever Bracket

ACDC BRACKET

1/8 (3mm)
Holes for

Pop Rivet
Cabletray
or 612
— Air
Conditioning <
Ducting 50
==

screws/rivets
P/ 64

M10 - M12 threaded rod iy
Properties Box
9\
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